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VERTICAL PROPELLER PUMPS FOR WATER INDUSTRY AND AGRICULTURE

These propeller pumps are suitable for pumping of  high capacity of water and  delivery head between 3-7 meters.Pumps could be installed in vertical , horizontal or inclined position and length could be produced according to requirement of customer and kind of application.Pumps are used for pumping of riwer water ( irrigate and dreinage systems),  pumping of sewage waters etc.Pumps could be used also for pumping of sea water.
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Basic parameters:
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Design and used materials:

Pumps of type AIVIP are  extremely reliable , simple to use

and maintenance-free operation. 

Pumps are produced from the following parts:

· Rotor (stainless steel)

· Shaft  (stainless steel)

· Shaft couplings (stainless steel)

· Bearing sleeves (steel covered by rubber)

Lubrication of bearings is provided by pumped water.

· Stator(metal plate , thickness  8 mm)

· Suction part

· Wear ring 

· Diffuser

· Bearing housings 

Pumps are protected against rust by special painting.

[image: image7.wmf]
�





�





� EMBED Word.Document.8 \s ���











� EMBED CorelDraw.Graphic.9  ���





Type of pump�
24“-AIVIP-600�
30“-AIVIP-800�
�
Speed [R.P.M.]�
740�
590�
�
Capacity


[l/min.]�
55000-75000�
90000-110000�
�
Delivery head  [meters]�
4 - 6�
4 - 6�
�
Power of electric motor [kW]�
110-132�
185�
�
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